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  APPLICATION
Hea  ng hot water storage and D.H.W.  produc  on. 
MATERIAL
•  BUFFER TANK: Mild steel construc  on with exterior paint. No 

an  -corrosion treatment required due to the buff er’s closed 
circuit system.

•  D.H.W. STORAGE (Material and fi nishings, suitable for drinkable 
water according to D. M. n. 174 dated 06.04.04.):

-  Mild steel Polywarm® coated (cer  fi ca  on ACS - SSICA - DVGW - 
W270 - UBA - WRAS) 

- 316L Stainless steel
TECHNICAL DESCRIPTION
 Mul  -Heat Energy tanks Combi1 are used in units with a typically 
discon  nuous energy source for double use: hea  ng system and 
sanitary hot water system.

INSULATION
 NOFIRE® so   polyester fl eece 100% made of recyclable material, 
with high thermal insula  on. Fire resistance class B-s2d0 according 
to EN 13501. Grey PVC external lining with top cover.
HE SERIES: High thermal insula  on with ecological hard 
polyurethane foam.
CATHODE PROTECTION
Chain magnesium anode
WARRANTY
- BUFFER TANK: 2 years
- D.H.W. STORAGE: 5 years
See general sales condi  ons and warranty
ACCESSORIES AND SPARE PARTS
See Accessories sec  on for the en  re list.
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Accessories on request

D.H.W. Storage  -  POLYWARM®

 Volume  Surface

[litres] [m2]
99 1,1

146 1,3
191 1,6
226 1,8
412 2,5
566 3,1

Thermometer
 Art. Nr.

 5032240000107

5 units box

Chain magnesium anode
 Art. Nr. Connec  on

5200000041007 3/4”
N° 2 chain anodes + insulated 

cap + gasket

 Buff er tanks connec  ng kit
 Art. Nr. Connec  on

5006170001001 1” 1/2
Stainless steel extensible

connec  ng kit -  (200 ÷ 400 mm)  P.
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COMBI 1 HE SERIES

COMBI 1 WC
E  

E  
C

Model
D.H.W. Storage: POLYWARM®

Storage: mild steel ErP
Art. Nr.

500 3270162284031 E
600 3270162284001 E
800 3270162284002 E

1000 3270162284003 E
1500 3270162284004 E
2000 3270162284005 E

D.H.W. Storage  -  POLYWARM®

 Volume  Surface

[litres] [m2]
99 1,1

146 1,3
191 1,6
226 1,8
412 2,5
566 3,1

COMBI 1 WB HE
E  

E  
C

Model
D.H.W. Storage: POLYWARM®

Storage: mild steel ErP
Art. Nr.

500 3270162314001 C
600 3270162314002 C
800 3270162314003 C

1000 3270162314004 C
1500 3270162314005 C
2000 3270162314006 C

D.H.W. Storage  - 316L STAINLESS STEEL

 Volume  Surface

[litres] [m2]
115 1,1
146 1,3
191 1,6
226 1,8

COMBI 1 XB HE
E  

E  
C

Model
D.H.W. Storage: 316L STAINLESS STEEL

Storage:mild steel ErP
Art. Nr.

500 3270162314051 C
600 3270162314052 C
800 3270162314053 C

1000 3270162314054 C

TECHNICAL DATA AND 
ECODESIGN ERP LABE L S 
A V A I L A B L E  ONLINE AT 
WWW.CORDIVARI.COM

Designed according to 2009/125/CE Direc  ve 
(ErP – Eco-friendly Plan Specifi ca  on), HE 
series are already complaint with Regula  on 
n. 814/2013, that demands C-energy 
effi  ciency class from September, 26th 2017.

Available un  l April 
2016

STOCK
AVAILABILITYgrey
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(3) (7)
(13) (18)

(2) (5) (9)
(10) (15) (17)

(1) (6)
(12) (16)

(24)

(19)
(20) (23)

(22)

(21)

H12 (16)
(17) (18)

H11 (15)

H9 (12) (13)
H8 (10) 

V2

V1
H5 (6) (7)

H4 (5)

H2 (1) (2) (3)

0

H7 (9)

H
A

De
Df

(24)

100°

1-3 Hea  ng return/To Generator 1"1/2 Gas F

2 Connec  on for instrumenta  on 1/2” Gas F

5 Connec  on for instrumenta  on 1/2” Gas F

6-7 Hea  ng return/To Generator 1"1/2 Gas F

9 Electrical immersion 1"1/2 Gas F

10 Connec  on for instrumenta  on 1/2” Gas F

12-13 Hea  ng return/To addi  onal generator/Hea  ng delivery 1"1/2 Gas F

15 Connec  on for instrumenta  on 1/2” Gas F

16-18 From generator/Hea  ng delivery 1"1/2 Gas F

17 Connec  on for instrumenta  on 1/2” Gas F

19 Air spurge 1/2" Gas F

20 Domes  c hot water inlet 3/4" Gas F

21 Domes  c hot water outlet 3/4" Gas F

22 Recircula  on 3/4" Gas F

23 Connec  on for instrumenta  on 1/2” Gas F

24 Chain magnesium anode 3/4” Gas F

STORAGE
(V1)

DHW TANK (V2)
(316L STAINLESS STEEL)

DHW TANK (V2)
(POLYWARM®)

Pmax Tmax Pmax Tmax Pmax Tmax
3 bar 99 °C 6 bar 95 °C 6 bar 90 °C

Model
Net Volume

(V1) Df De De 
HE SERIE) H A H2 H4 H5 H7 H9 H11 H12

[litres] [mm]

500 324 650 850 750 1670 2108 247 533 629 841 1011 1231 1343

600 406 650 850 750 1920 2061 247 582 695 915 1144 1382 1593

800 602 790 990 950 1890 2111 265 584 690 823 1115 1332 1541

1000 706 790 990 950 2180 2374 265 656 787 998 1309 1588 1831

1500 984 950 1150 1100 2300 2550 313 736 845 1061 1377 1653 1909

2000 1380 1100 1300 1300 2370 2703 347 770 879 1060 1411 1687 1943 P.
E.
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T Ü V  R h e i n l a n d 
Energie und Umwelt 
GmbH states that test 

procedures and Cordivari LAB are 
cer  fi ed conforming to European 
standard EN 15332, as indicated 
by Ecodesign ErP Direc  ve.

D i s m o u n t a b l e 
i n s u l a t i o n

M
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